
Why Everyone Needs A Chair Mat  ?  

    Chair mats are great for use in the office or at home. 
Chair mats not only protect your floors, but your 
floor’s warranty. Most flooring manufacturers will void 
their warranties unless you use a chair mat. That is 
because, without mats, rolling office chairs damage 
flooring surfaces. Chair mats protector flooring 
surfaces from indentations, scuffs and other stains. 

 

    Chair mats also make it much easier to move within 
your workplace. It takes 80% less effort to roll your 
chair on  a mat than on carpet. Chair mats help reduce 
back pain and leg strain, providing an ergonomic 
solution for your workplace. 
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Floor Protection 
 

     Chair mats protect flooring surfaces and help prevent costly 
repair or replacement. 

 
 

Smooth Back 
 

     Chair mats with smooth back are for hard floor surface, such as 
hardwood, laminate, vinyl or tile. You will want a mat with a 
smooth backing that will not damage the floor and keeps the 
mat from moving. 

 
 

Gripper Back 
 

     Chair mats with gripper back are for carpeted floors or any 
other type of soft flooring, choose a mat with small cleats 
underneath that are specially designed to hold the mat in the 
place without damaging the carpet. 

 

T&H 



DID YOU KNOW ? 

A chair mat provides 

smooth mobility, 

reducing the amount of 

stress on your back. 

The higher the load and 

usage, the thicker the 

vinyl chair mat you 

should choose. 

DID YOU KNOW ? DID YOU KNOW ? 

       Using soft wheel casters 

increases chair mat 

performance and extends 

mat life. 

 

LOAD USAGE 
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How to Measure Carpet Thickness 

 

• Straighten the end of a paper clip. 

• Measure through padding from top of subfloor to top of carpet. 

• Choose a chair mat with the same or less depth based on your carpet 
measurement. 

 
         If you are not sure, choose a chair mat designed for thicker carpet or a heavier application 

Subfloor 
Padding 

Carpet 

1 2 3 
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Flooring Applications 
1. Hard Floor 

              Hard floor chair mat for office and home use. Protects laminate, wood, tile and other         
hard flooring 

                 Chair Mat Thickness：2mm 

 

2. Low Pile Carpet  

              Protects low pile carpets, up to 3/8” thick including padding. For moderate office use. 
                 Chair Mat Thickness：2mm 

 

3.        Medium Pile Carpet  

              Protects medium pile carpets up to 3/4” thick including padding. All day support for 
everyday office use. 

                 Chair Mat Thickness：2.5mm~3mm 

 

4. High Pile Carpet 

               Protects high pile carpets up to 1” thick including padding. 
                 Chair Mat Thickness：4mm 

 
 

Shape and Size Options 
 

 

Rectangle Chair Mat              36” × 48” 

                                                 45” × 53” 

 

Lipped Chair Mat                    36” × 48”   

                                                 45” × 53” 

UP 

TO 
3/8” 

UP 

TO 
3/4” 

UP 

TO 
1” 
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Chair Mat Shape for Workplace 

Writing Table Desk U-Workstation 

Lipped 

Rectangular 

Lipped 

Rectangular 

Lipped 

Rectangular 
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Desk & Credenza L - Workstation Corner Workstation 

Lipped 

Rectangular 

Rectangular 

Workstation 

Rectangular 

Workstation 
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How to Get Chair Mats  Unroll and Lay Flat ?  

When PVC mats are rolled they take on a 
“memory” characteristic. PVC mats may 
difficult to unroll back into its flat form if the 
material is cold. 

 

 1.  Unpack your mat and leave for a 

minimum of 72 hours at room temperature. 

The warmer the environment the quicker the 

mat will revert to its flat format and be ready 

for use. 

 

72°F 

22°C 
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    2.  Once the mat has reached normal room 
temperature carefully unroll the mat and place 
on a flat surface with the “bow” facing upward. 
Add weights to corners of the mat if necessary 
(such as a small pile of books). 

72°F 

22°C 22°C 

72hrs 

72°F 
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Other Methods :  

 

Option #1 

    Try placing it in a small warm room (maybe a bathroom) 
or near a sunny window. Ideally once the temperature 
reaches approximately 80 degrees the mat will begin to 
relax quicker. At that point you can lay it flat bow side up. 
Add weight on top of the mat as needed. 

 

Option #2 

    Place your mat on a smooth flat surface outside in the 
sun on a warm sunny day until it flattens (check it every 
15 minutes). After it relaxes and is flat move it to a flat 
cooler area (in the shade or indoors) until it cools and 
becomes more rigid. Now your mat is ready for 
installation. 
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